SPECTRUM é:

GLOSS

MDF board covered with melamine and transparent PET laminate with a thickness of 75 pm, characterized by a
gloss level exceeding 85 glosses. This coating is resistant to scratches, chemicalagents and UV radiation. It does
not require the use of special maintenance agents. The back of theboard is covered with melamine in the color of
the front. Fronts madeof Spectrum boards give interiors a modern character, combining simplicity of form with
elegance and tasteful finish.

Color-matched edging.
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Gold Oak Cremona Torro Oiled Oak Baltic Dune Oak BASE BOARD TYPE:
K003 2738 3037 3102
standard: MDF board
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Back in the color of the front
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Light Concrete Dark Concrete Cement White Carrara Nero Marble
F162 F165 F157 F252 F2264

USEFUL INFORMATION

e Spectrum Gloss boards are resistant to
scratches, chemical agents and UV radiation

e |t does not require the use of special
maintenance agents.

e They don't fade over time, unlike lacquered
surfaces.

e The back of the board is made of melamine
matching the front.

e Spectrum Gloss fronts give the kitchen a modern,
simple, elegant feel.
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	SPECTRUM GLOSS
	MDF board covered with melamine and transparent PET laminate with a thickness of 75 μm, characterized by a gloss level exceeding 85 glosses. This coating is resistant to scratches, chemicalagents and UV radiation. It does not require the use of special maintenance agents. The back of theboard is covered with melamine in the color of the front. Fronts madeof Spectrum boards give interiors a modern character, combining simplicity of form with elegance and tasteful finish.
	Color-matched edging.
	Wotan Oak  554
	Gold Oak  K003
	Cremona Torro  2738
	Oiled Oak  3037
	Baltic Dune Oak 3102
	White Carrara  F252
	Nero Marble F2264

	BASE BOARD THICKNESS:
	standard: 18 mm

	BASE BOARD TYPE:
	standard: MDF board
	Back in the color of the front
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